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Godkjenning av ZoneGuard System 2 midlertidig rekkverk

Det vises til godkjenning av “ZoneGuard” midlertidig rekkverk med journalnummer
2014/019594-046 av 18.09.14, i tillegg dokumentasjon fra Hill & Smith Ltd om godkjenning
av ZoneGuard System 2 midlertidig rekkverk av 22.01.15.

Seknaden inneholder:

e Fra TRL test senter: Test rapport nummer B3537 (dato 03.07.08) TB32 test av
ZoneGuard System 2 midlertidig rekkverk spikret til underlaget (med gummi fottene)

e Fra TRL test senter: Test rapport nummer TRL111 (dato 03.12.13). TB11 test av
ZoneGuard System 2 midlertidig rekkverk spikret til underlaget

e Fra SwRI test senter: Test rapport nummer ZG-USA-3 (Project No. 18.12156 av
november 2007). MASH 3-11 test av ZoneGuard System 2 midlertidig rekkverk.

e [Ira VTI test senter: vurdering av ZoneGuard normalisert arbeidsbredde;

e Fra Hill & Smith Ltd: tegningsnummer ZG2501 av ZoneGuard System 2 (desember
2013) og installasjonsbeskrivelse.

Rapportene er gjennomgdtt og kontrollert i henhold til NS EN1317-1,2 og 5.

ZoneGuard er et prefabrikkert elementrekkverk. Rekkverket bestdr av tre 3 like elementer
boltet sammen for en totallengde pa 12m (elementlengde pd 4m). Rekkverket er 0,7m bredt
og 0,813m heyt. Rekkverket er testet med en rekkverkslengde pa 76 meter. Rekkverket er
festet til underlaget hver 12m med 4 spiker.

Testene tilfredsstiller kravene til styrkeklassen N2. Halvparten av den totale fotplatebredden
blir ikke inkludert i arbeidsbreddeberegningen slik at den reduseres med 0,18m ift den malte
verdien.

ZoneGuard System 2 midlertidig rekkverk godkjennes til folgende bruk:

- Styrkeklasse N2 og skadeklasse B med arbeidsbredde W2 (W=0.7m) og sterste
dynamiske deformasjon D=0,1m
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[ henhold til NS EN 1317-2:2010 godkjennes ZoneGuard System 2 midlertidig rekkverk ogsé
iklasse T2 og T1.

- 1 klasse T2 beregnes arbeidsbredden & bli W1 (0,6m) og sterste dynamiske
deformasjon D = 0,0m.

- 1 Kklasse T1 beregnes arbeidsbredden & bli W1 (0,6m) og sterste dynamiske
deformasjon D = 0,0m.

Ved vurdering av MASH 3-11 test, godkjennes ZoneGuard System 2 midlertidig rekkverk i
T3-klasse. Arbeidsbredden for T3-klasse er beregnet & bli W2 (0,8m) og sterste dynamiske
deformasjon D = 0,2m.

Rekkverket ma monteres i henhold til produsent/leveranderens installasjonsbeskrivelse.

ZoneGuard System 2 mé installeres med en minstelengde pd 35 meter, rekkverket ma
monteres minimum 15 meter i forkant av arbeidsomrédet (anbefalt asfalttykkelse er > 15cm).
Rekkverksender kan representere en risiko for trafikanter. Rekkverksender skal benyttes 1
henhold til rekkverksnormalens krav.

Dette godkjenningsbrevet erstatter godkjenningsbrev med journalnummer 2014/019594-046.
Godkjenningen gjelder i Norge og inntil videre bare for Statens vegvesen.
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Approval of ZoneGuard System 2 safety barrier

With reference to the approval letter 2014019594-046 dated 18.09.14 and further
documentation sent by Hill & Smith Ltd concerning the approval of ZoneGuard System 2
safety barrier for temporary use dated 22.01.15; the following documents have been assessed:

e From TRL test centre. Test report number B3537 (03.07.08). TB32 test of ZoneGuard
System 2 temporary safety barrier fixed to the test surface (with rubber pads);

e From TRL test centre. Test report number TRL111 (03.12.13). TB11 test of ZoneGuard
System 2 temporary safety barrier fixed to the test surface;

e From SwRI test centre. Test report number ZG-USA-3 (Project No. 18.12156
November 2007). MASH 3-11 test of ZoneGuard System 2 temporary safety barrier.

e From VTI test center: evaluation of ZoneGuard normalised working width;

e From Hill & Smith Ltd.: drawing number ZG2501 of ZoneGuard System 2 (December
2013) and safety barrier installation manual.

Report are reviewed and controlled according to NS EN1317-1, 2 and 5.

ZoneGuard is a prefabricated element safety barrier. The barrier consists of 12 m elements
(built coupling together three elements with unit length of 4 m). The safety barrier is 0.7 m
wide and 0.813 m high. Tests are carried out with a system length of 76 meters. The barrier is
fixed to the running surface every 12 m using four long pins.

The tests meet the requirements to N2 containment class. Due to the safety barrier design the
measured working width will be reduced by 0.18 m corresponding to the width of the side
stabilizer.

ZoneGuard System 2 safety barrier receives attestation of conformity for for temporary use as
follows:

- Containment level N2 and impact severity level B with working width class W2
(W=0.7m) and maximum dynamic deflection D=0.1 m
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In accordance to NS EN 1317-2:2010 ZoneGuard System 2 receives attestation of conformity
for use in containment level T2 and T1.

- The working width class is calculated to be W1 (W=0.6m) and the maximum
dynamic deflection D=0.0 m for containment level T2

- The working width class is calculated to be W1 (W=0.6m) and the maximum
dynamic deflection D=0.0 m for containment level T1

After MASH 3-11 test assessment, Zone Guard System 2 temporary safety barrier is also
approved for containment level T3. The working width class is calculated to be W2 (0.8m)
and the maximum dynamic deflection D = 0.2 m.

The safety barrier must be installed in accordance with the installation’s instruction given
from the producer.

ZoneGuard System 2 must be installed with a minimum length of 35 meters starting at least
15 meters before the work zone (recommended asphalt thickness is > 15 cm). Safety barrier’s
terminal may represent a risk to road users and must be used in accordance with national
specifications.

This approval letter replaces approval letter number 2014/019594-046, dated 18.09.2014.

The acceptance is limited to use within Norwegian Public Roads Administration.

In case of any discrepancy between the English and the Norwegian approval letter, the
Norwegian version should be act as the original.

Office for control and approval of bridges
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